PAR38 LED Confirmation Beacon Lamp

Traffic Control Corporation is pleased to offer a true PAR38 LED Confirmation Beacon retrofit lamp for
Emergency Vehicle Pre-Emption (EVP) applications. This lamp has been designed and tested to work in any
existing traffic signal cabinet configuration and does not require any additional modifications. The lamp fits
into existing and new EVP Confirmation Beacon assemblies. Designed to meet D.O.T. requirements.

Pre.Emption Lamp Traffic Control Corporation also stocks

Part Number: TCPL-PAR3SLED the following items for your EVP needs:

’ EVP Confirmation Beacon Assembly
e PAR38 LED Lamp for Emergency Vehicle

) Description Part Number
Preemption Beacons
. o CONFIRMATION BEACON-1 WAY, Mast Arm Mount TCC-0018
[ ]
Tested for Traffic Signal Applications CONFIRMATION BEACON-2 WAY, Mast Arm Mount TCC-0019
® 500 LUMEN (90 Watt Equivalent) CONFIRMATION BEACON-1 WAY, Post Top Mount TCC-0020
. CONFIRMATION BEACON-2 WAY, Post Top Mount TCC-0021
® 30 Degree Light Spread
® 6 Watt Power Consumption at 120VAC EVP Confirmation Beacon Power Cable
® Rated Life of 50,000 hours Description Part Number
e Waterproof Rating of IP65 for Outdoor POWER CABLE, IMSA 19-1, 3 CONDUCTOR 14AWG, 500ft. TCC-3C14-500
Applications POWER CABLE, IMSA 19-1, 3 CONDUCTOR 14AWG, 1000ft.  TCC-3C14-1000

e POWER CABLE, IMSA 19-1, 3 CONDUCTOR 14AWG, 2500ft.  TCC-3C14-2500
® 2000 Hour Manufacturer Limited Warranty

. EVP Optical Detector Cable
\ Description Part Number

Il Detector Cable, 3 Conductor 20AWG
I Twisted/Shielded, 500ft. TCC-3C20-500

/ Detector Cable, 3 Conductor 20AWG
- Twisted/Shielded, 1000ft. TCC-3C20-1000
/ ) Detector Cable, 3 Conductor 20AWG
/ ¢ Lo Twisted/Shielded, 2500ft. TCC-3C20-2500

Please cbntact Traffic Control Corporation

for pricing or additional information.




